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§166.100

AUTHORITY: 33 U.S.C. 1223; 49 CFR 1.46.

Subpart A—General

§166.100 Purpose.

The purpose of these regulations is to
establish and designate shipping safety
fairways and fairway anchorages to
provide unobstructed approaches for
vessels using U.S. ports.

[CGD 81-80a, 48 FR 30110, June 30, 1983]

§166.103 Geographic coordinates.

Geographic coordinates expressed in
terms of latitude or longitude, or both,
are not intended for plotting on maps
or charts whose referenced horizontal
datum is the North American Datum of
1983 (NAD 83), unless such geographic
coordinates are expressly labeled NAD
83. Geographic coordinates without the
NAD 83 reference may be plotted on
maps or charts referenced to NAD 83
only after application of the appro-
priate corrections that are published
on the particular map or chart being
used.

[CGD 86-082, 52 FR 33811, Sept. 8, 1987]

§166.105 Definitions.

(a) Shipping safety fairway or fairway
means a lane or corridor in which no
artificial island or fixed structure,
whether temporary or permanent, will
be permitted. Temporary underwater
obstacles may be permitted under cer-
tain conditions described for specific
areas in Subpart B. Aids to navigation
approved by the U.S. Coast Guard may
be established in a fairway.

(b) Fairway anchorage means an an-
chorage area contiguous to and associ-
ated with a fairway, in which fixed
structures may be permitted within
certain spacing limitations, as de-
scribed for specific areas in Subpart B.

[CGD 81-80a, 48 FR 30110, June 30, 1983]

§166.110 Modification of areas.

Fairways and fairway anchorages are
subject to modification in accordance
with 33 U.S.C. 1223(c); 92 Stat. 1473.

[CGD 81-80a, 48 FR 30110, June 30, 1983]

33 CFR Ch. I (7-1-10 Edition)

Subpart B—Designations of
Fairways and Fairway Anchorages

§166.200 Shipping safety fairways and
anchorage areas, Gulf of Mexico.

(a) Purpose. Fairways and anchorage
areas as described in this section are
established to control the erection of
structures therein to provide safe ap-
proaches through oil fields in the Gulf
of Mexico to entrances to the major
ports along the Gulf Coast.

(b) Special Conditions for Fairways in
the Gulf of Mexico. Temporary anchors
and attendant cables or chains at-
tached to floating or semisubmersible
drilling rigs outside a fairway may be
placed within a fairway described in
this section for the Gulf of Mexico, pro-
vided the following conditions are met:

(1) Anchors installed within fairways
to stablize semisubmersible drilling
rigs shall be allowed to remain 120
days. This period may be extended by
the Army Corps of Engineers, as pro-
vided by §209.135(b).

(2) Drilling rigs must be outside of
any fairway boundary to whatever dis-
tance is necessary to ensure that the
minimum depth of water over an an-
chor line within a fairway is 125 feet.

(3) No anchor buoys or floats or re-
lated rigging will be allowed on the
surface of the water or to a depth of at
least 125 feet from the surface, within a
fairway.

(4) Aids to Navigation or danger
markings must be installed as required
by 33 CFR Subchapter C.

(c) Special Conditions for Fairway An-
chorages in the Gulf of Mexico. Struc-
tures may be placed within an area des-
ignated as a fairway anchorage, but the
number of structures will be limited by
spacing as follows:

(1) The center of a structure to be
erected shall not be less than two (2)
nautical miles from the center of any
existing structure.

(2) In a drilling or production com-
plex, associated structures connected
by walkways shall be considered one
structure for purposes of spacing, and
shall be as close together as prac-
ticable having due consideration for
the safety factors involved.

(3) A vessel fixed in place by moor-
ings and used in conjunction with the
associated structures of a drilling or
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